




BRAKE FLUID DOT 4 ESP 

Page 3 of 3 

EFFECT ON RUBBER 

TEST REQUIRED TYPICAL RESULTS SPECIFICATION 

SBR@70 °C 0 change, mm 0.56 0.15to1.40 

� Hardness, IRHD -3 0 to -10 

�Volume,% 6.21 1 to 16 

Appearance Good No blistering, sloughing or 

disintegration 

SBR@120 °C 0 change, mm 0.73 0.15to1.40 

� Hardness, IRHD -7 0 to -15 

�Volume,% 7.69 1 to 16 

Appearance Good No blistering, sloughing or 

disintegration 

EPDM@70 °C � Hardness, IRHD -2 0 to 10 

(as required by SAE J173O) �Volume,% 1.39 0 to -10 

Appearance Good No blistering, sloughing or 

disintegration 

EPDM@ 120 °C � Hardness, IRHD -2 0 to -15 

�Volume,% 1.91 0 to 10 

Appearance Good No blistering, sloughing or 

disintegration 

Natural@ 70 °c 0 change, mm 0.38 0.15to1.40 

(as required by ISO 4925) � Hardness, IRHD -5 0 to -10 

�Volume,% 4.61 1 to 16 

Appearance Good No blistering, sloughing or 

disintegration 




